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Monobloc Nails ONDULINE®
Product Definition ONDULINE @

Quality carbon steel fully zinc galvanized nail with moulded head
infegrated washer.
impact and UV resistant head.

l i i i ' Technical Data

_Where to use and Properties Effective length Ly 63 mm 77 mm 93 mm
*ONDULINE® nail is the best reliable L,
solution to fix Onduline sheets or Totallength 60 mm 80 mm 100 mm

Onduvilla tiles.

*Easy to drive in. . . D
*Maintain the integrity of the roofing Wire diameter " 2.7mm 2.7 mm 3mm
system. D
Resistant to mechanical and thermall Head diameter K 22 mm 22 mm 22 mm
shocks.
-When driving a nail onto Onduline Head thickness K 7 mm 7 mm 7 mm
roofing sheet the heat generated
causes exsudation of bitumen drops at

Color masterbatch % +2-3 +2-3 +2-3

micro-scale. The liquid bitumen serves to
seal the threads to ensure perfect long-

term liquid tightness. Available colors:

ONDULINE® nails are produced in red, green, brown, black and terrac-
ta colors in order to match Onduline sheets colors.

Tools:
Hammer or woodworking adze, knife and gloves.

Packaging:

60 mm 80 mm 100 mm
Qty of Nails/box: 400 400 400
Box/pallet 250 250 250
Qty of nails/pallet 100.000 | 100.000 100.000
Weigth/pallet +800 kg | +880kg | +1160 kg

Onduline Avrasya A.S. is not responsible for product, information, service and printing errors.
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General Application Steps ONDULINE®

1. Fixing should be done always through the top of the corrugations..

General warnings

1. ONDULINE® nails are designed in order to enhance maximum penetration onto the wood which increases
the extraction resistance and therefore guarantees secure fixing of the sheets..

2. Use only genuine ONDULINE® fixings

Avoid over compressing the corrugation.

If the nail is twisted when hammering it should be pulled out and replaced. For pulling out the nail place a
block of wood underneath the jaw of the pliers and the nailed sheet in order to prevent any damage to the
sheet or cut the head of the nail with pliers and drive a new one info the same hole.

5. Think safety first. Wear PPE

o

Storage
Protect material from heat and direct sunlight. Do not stack pallets.
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